




Internet Connectivity in Full Duplex

Now it’s as good as you and our backend service 
team is virtually sitting right in front of your . 
Control the machine from your laptop and in case 
if you need assistance in settings or trouble 
shooting, we’ll do it for you from our office. Also 
get the machine to send reports to office. 
(Optional)

XSORT

Programmabe Defect Size

Take full control on the defect size in your rice. 
Now you can instruct the machine to measure the 

of the defect's size in your input 
rice and accept or reject it according to your need.
length and width 

Diagnostic Facility

This feature can measure voltage, current, air 
pressure & status at different stages to identify 
the condition of the machine inside.

User Friendly Human - Machine Interface

Now let your fingers do the magic with the user 
friendly and interesting touch screen computer. It 
displays the “key parameters” screen to screen to 
ease the operator in controlling the machine and 
get maximum performance.

Easy Troubleshooting

Now you will easily understand the problems in 
the machine as we have facilitated it with error 
codes. These codes will indicate you about the 
component that needs to be changed or what 
actions to be taken to troubleshoot.

Digital CCD Camera

The input commodity passes through a powerful 
camera of fine 2048 pixel resolution and 4.5 
meters scanning speed per second to ensure great 
output quality for your product.

Software

The intelligence of  to find shape 
& size of defect and edge detection to capture 
spot defect supports in making billions of right 
decision within a millisecond partnered with 
precisely engineered hardware makes the XSORT 
robust and perfect in delivering ultimate 
performance in its class. 

outline mapping

FPGA

As usual you can keep counting on us because we 
are using  with 5 
million gates that is designed and manufactured in 
Germany especially for ORANGE. We use highly 
reliable industrial grade components for building 
the machine thus increasing the machine's 
reliability many folds

 Field Programmable Gate Array

Quad Level Sorting

With the all new XSORT series color sorters  you can 
now set different levels to sort precise spot defect, 
color defect and chalky. XSORT is equipped with 

 
Technology. It can group the defects at two levels 
as color defect & spot defect and at each group it 
can sort dark and light defect thus giving you the 
benefit of 4 levels of sorting for your input 
commodity.

defect grouping by Dark and Light Sorting

Sorting Mode

The various sorting modes like Simultaneous 
Sorting, Forward sorting and Reverse sorting 
facility enables you to get your job done with ease.   

Forward
Sorting

Ejector

Reverse
Sorting

Bad
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Ejector

Technical Specification*

Technical Features

* The specifications may be changed without notice due to continuous improvement in technical developments

** The capacity depends on incoming product quality.

*** The capacity of the air requirement depends on the contamination percentage in raw material and the purpose of sorting.
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Zetta 480 320 80 80 2487 1600 1804 80 1 millisec 7.2 to 9.6 168 CFM 7.5 to 8.5 bar 220 V 50/60 Hz ±1% 7 KVA

Zetta 400 240 80 80 2487 1600 1804 80 1 millisec 6.0 to 8.0 140 CFM 7.5 to 8.5 bar 220 V 50/60 Hz ±1% 7 KVA

Peta 320 160 80 80 2163 1595 1792 80 1 millisec 4.8 to 6.4 112 CFM 7.5 to 8.5 bar 220 V 50/60 Hz ±1% 6 KVA

Peta 240 160 40 40 2163 1595 1792 80 1 millisec 3.6 to 4.8 84 CFM 7.5 to 8.5 bar 220 V 50/60 Hz ±1% 5 KVA

Peta 160 80 40 40 2163 1595 1792 80 1 millisec 2.4 to 3.2 56 CFM 7.5 to 8.5 bar 220 V 50/60 Hz ±1% 5 KVA

Zetta 240 160 40 40 2487 1600 1804 40 1 millisec 3.6 to 4.8 84 CFM 7.5 to 8.5 bar 220 V 50/60 Hz ±1% 6 KVA

Peta 160 80 40 40 2163 1595 1792 40 1 millisec 2.4 to 3.2 56 CFM 7.5 to 8.5 bar 220 V 50/60 Hz ±1% 6 KVA

Peta 80 40 20 20 2163 1595 1792 40 1 millisec 1.2 to 1.6 28 CFM 7.5 to 8.5 bar 220 V 50/60 Hz ±1% 5 KVA
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